
WIRE ROPE TO
BEARING POLE
(SEE DETAIL)

DIA. POLES

DIA. WIRE ROPE

3/8" O M.B. (10 mm) MORTISE
POST SIDE OF POLE

/

END OF STANDARD FENCE AND BEGINNING
OF FENCE-DRAINAGE CROSSING
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FILL & TAMP

DEADMAN
MIN. 50 LB.

TURNBUCKLE

8" DIA.x36" LONG
(203x914 mm)
BEARING POLE

2'-0" (610 mm) SQ.

1/2" (13 mm) MIN.
DIA. WIRE ROPE

WIRE ROPE
CLAMPS

(203x914 mm)

1/2" (13 mm) MIN.
DIA. WIRE ROPE WIRE ROPE CLAMP

3/8" (10 mm) MIN. 
DIA. WIRE ROPE

WIRE ROPE CLAMPS

ROUND CORNERS

WIRE ROPE CONNECTION TO END BEARING POLE DETAIL

WIRE ROPE CONNECTION TO INTERMEDIATE

BEARING POLE DETAIL

ROUND CORNERS

3/8" (10 mm) MIN. DIA. WIRE ROPE

ROUND CORNERS

POST

2 STRANDS MIN. #9
GAUGE GALV. WIRE

4" DIA.
8"

12" MIN.

(305 mm)

8'-0" MIN.

WIRE LOG FLOATS
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3/8" (10 mm) MIN.

TO DEADMAN

W/WASHER & NUT

FLOAT LOG FASTENER

NOTES:

1. ROUGH SAWN 2x4'S (51x102 mm) MAY BE

2. PLACE CABLE SYSTEM ON DOWNSTREAM SIDE

TO CROSSING

8" DIA. x 36" LONG

16'-6" C.C. 4'-0" MAX.

3. THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.

SUBSTITUTED FOR POLES.

OF FENCE.
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BEARING POLE

3/8" (10 mm) EYE BOLT

4" (102 mm)

6'-0" (1829 mm)
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(102 mm)
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(203 mm)

(2438 mm)

DIA. WIRE ROPE

(22.6 kg)

(SEE DETAIL)

1/2" (13 mm) MIN.

(5029 mm) (1219 mm)

ELEVATION


